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Storage Tank
Purified Water

Plumbing in
3 Story Building -

Loop to Drops

0.10    Hydrophobic

46" Dia. X 76" High

HD Polyethylene
500 Gallons

Water Purification System
6/7/04
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MIP Ball Valve

2" Drain
Discharge

Fusion Welded
1 1/4" Polypro Pipe

230-460 VAC 3
3/4 HP - TEFC
Transfer Pump

RO Water

1 1/4" Polypro
Ball Check Valves

(Typical)

George Fischer
Diaphragm Valve

Test
#1

1,000 Gallons
Storage Tank (FRP)

RO/DI Water

(Existing)

Vent Filter

design for purity loop in building
Detail: Recommended drop

Solenoid

Valve
Shutoff

Thornton 200 CR
Water Qua

Monito
0-18 Mego

To Building Loop

2 HP - TEFC
Recirculation Pump

Distribution/

230-460 VAC 3 2 Sets of 2 in Parallel
Max Flow = 16 GPM

Deionizers:

Mixed Bed DI
CAL 1252 - 3.3 Ft

Portable Exchange

3

Ball Valves
1" PolyproRotometer

0-18 GPM
Indicator

Flow

Sensor
Level

Test
#2

Monitor
Water Quality

Sample Point

Test
#3

0.45 Sub-micron
20" Cartridge Filter

Polypro Housing
Glass Filled

NOTES:

Hach A1000 S10
Sample Point

TOC Monitor

ease of operation and control.
coated steel vertical risers at the end of the skid for
Instruments and controls will be mounted on powder

may differ from drawing for ease of maintenance
location on skid.  Equipment orientation on skid
Equipment is shown in flow order and approximate

B.P.R.V.
Vent Filter
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